
IP IP 
2020

1 x LED Module1 x LED Module

23 W

2000 lm

87 lm/W

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

2000 lm

23 W

LOR

Total flux

Total power

Mounting mode Mounting mode 

Ceiling recessed

Shape and measurements Shape and measurements 

Length: 7.28 in

Width: 7.28 in

Height: 3.15 in

Adjustability Adjustability 

Rotatable

Electric Electric 

System power: 23 W

Controller: DALI

Color adjustable

Appliance Class: I

Protection Protection 

IP: 20

Product data sheet
DL150 TW DALI DT8
E7469524 + E7910040
ELEKTROSKANDIA SVERIGE

DL150 är en lättmonterad downlight med god avbländning. Stomme av gjutet aluminium. Täckring av vitlackerat gjuten aluminium. Reflektor

av matt aluminium. IP44 underifrån och IP20 ovanifrån. Monteras infälld i undertak med taktjocklek 1-50 mm. Monteringsskiva

rekommenderas vid mjuka tak, beställs separat. Ansluts via plint 5x1,5 mm² med möjlighet till överkoppling. Tunable White 2700-6500K,

angivet ljuflöde är vid 4000K. Armaturen är försedd med DALI drivdon typ DT8 drivdon för extern styrning. Drivdon kan klickas fast på

armaturen. 

Light output 1 Light output 1 
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