
IP IP 
6767

1 x LED1 x LED

10.6 W

994 lm

66 lm/W

3000 K

90

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

71%

702 lm

10.6 W

LOR

Total flux

Total power

1 x LED1 x LED

5 W

576 lm

81 lm/W

3000 K

90

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

71%

407 lm

5 W

LOR

Total flux

Total power

1 x LED1 x LED

7.2 W

773 lm

76 lm/W

3000 K

90

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

71%

546 lm

7.2 W

LOR

Total flux

Total power

Mounting mode Mounting mode 

Floor recessed

Electric Electric 

System power: 5-10.6 W

Product data sheet
HIPY 110 IP67 LED DE 3000K FLOOD ALU
12345405
MODULAR

Peaceful exterior spotlight Hipy is the perfect outdoor ground spot with its IP67 rating and LED light source. As the lightbeam does not

generate any heat, you can safely walk over it barefoot, like a true hippy. Hipy is available in many different variants: round or square and with a

warm or cold light temperature. Besides the traditional Hipy, we also offer an asymmetrical version, which makes an ideal facade spotlight.

Finally, Hipy is also available with sunglasses, i.e. an anti-glare grid. 

Light output 1 Light output 1 
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Shape and measurements Shape and measurements 

Height: 3.74 in

Diameter: 4.33 in

Weight: 0.625 kg

Adjustability Adjustability 

Fixed

Protection Protection 

IP: 67
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