
IP IP 
5454

1 x LED1 x LED

28 W

3173 lm

113 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

3173 lm

28 W

LOR

Total flux

Total power

1 x LED1 x LED

28 W

3286 lm

117 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

3286 lm

28 W

LOR

Total flux

Total power

1 x LED1 x LED

28 W

3161 lm

113 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

3161 lm

28 W

LOR

Total flux

Total power

Product data sheet
PML WITH BRACKET OSLO 650-2 - WITHOUT LOUVERS DOUBLE 4000K
10.12431.0VXXX + 10.32401.2V001
HESS

Round luminaire canopy, horizontally split in two, made of aluminium, plain coloured. Support elements made of aluminium, painted.

Cylindrical luminaire enclosure made of PMMA. Round luminaire body made of aluminium, optionally with or without louvres. 10.32401.2V001

PARALLEL ROHRE Ausleger OSLO 650 zweifach Parallel laufende Rohre Aus Stahl und verzinkt Ausladung 900 mm Zopf ø: 76,1 mm (Leuchte)

Für Mast ø 76,1 mm Farbe: wahlweise alle RAL/HESS-DB+Glimmer Farbtöne 

Light output 1 Light output 1 
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1 x LED1 x LED

28 W

3167 lm

113 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

3167 lm

28 W

LOR

Total flux

Total power

1 x LED1 x LED

20 W

2387 lm

119 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

2387 lm

20 W

LOR

Total flux

Total power

1 x LED1 x LED

20 W

2471 lm

124 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

2471 lm

20 W

LOR

Total flux

Total power

1 x LED1 x LED

20 W

2383 lm

119 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

2383 lm

20 W

LOR

Total flux

Total power

1 x LED1 x LED

20 W

2386 lm

119 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

2386 lm

20 W

LOR

Total flux

Total power
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1 x LED1 x LED

15 W

1671 lm

111 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

1671 lm

15 W

LOR

Total flux

Total power

1 x LED1 x LED

15 W

1730 lm

115 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

1730 lm

15 W

LOR

Total flux

Total power

1 x LED1 x LED

15 W

1668 lm

111 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

1668 lm

15 W

LOR

Total flux

Total power

1 x LED1 x LED

28 W

3173 lm

113 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

3173 lm

28 W

LOR

Total flux

Total power

1 x LED1 x LED

28 W

3286 lm

117 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

3286 lm

28 W

LOR

Total flux

Total power

Light output 2 Light output 2 
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1 x LED1 x LED

28 W

3161 lm

113 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

3161 lm

28 W

LOR

Total flux

Total power

1 x LED1 x LED

28 W

3167 lm

113 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

3167 lm

28 W

LOR

Total flux

Total power

1 x LED1 x LED

20 W

2387 lm

119 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

2387 lm

20 W

LOR

Total flux

Total power

1 x LED1 x LED

20 W

2471 lm

124 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

2471 lm

20 W

LOR

Total flux

Total power

1 x LED1 x LED

20 W

2383 lm

119 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

2383 lm

20 W

LOR

Total flux

Total power
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1 x LED1 x LED

20 W

2386 lm

119 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

2386 lm

20 W

LOR

Total flux

Total power

1 x LED1 x LED

15 W

1671 lm

111 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

1671 lm

15 W

LOR

Total flux

Total power

1 x LED1 x LED

15 W

1730 lm

115 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

1730 lm

15 W

LOR

Total flux

Total power

1 x LED1 x LED

15 W

1668 lm

111 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

1668 lm

15 W

LOR

Total flux

Total power

Mounting mode Mounting mode 

Pole top mounted

Shape and measurements Shape and measurements 

Length: 38.43 in

Width: 3.74 in

Height: 12.91 in

Adjustability Adjustability 

Fixed

Electric Electric 

System power: 30-56 W

Protection Protection 

IP: 54
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